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METRIC FLAT WASHER SIZES CHART

1.6 mm 2 mm 2.5 mm 3 mm 4 mm3.5 mm

5 mm 6 mm 7 mm 8 mm 10 mm

12 mm 14 mm 16 mm 18 mm

22 mm20 mm 24 mm

ID = 1.7 mm

OD = 4 mm

ID = 2.2 mm

OD = 5 mm

ID = 2.7 mm

OD = 6 mm

ID = 3.2 mm

OD = 7 mm

ID = 7.7 mm

OD = 8 mm

ID = 4.3 mm

OD = 9 mm

ID = 21 mm

OD = 37 mm

ID = 23 mm

OD = 39 mm

ID = 25 mm

OD = 44 mm

ID = 5.3 mm

OD = 10 mm

ID = 6.4 mm

OD = 12 mm

ID = 7.4 mm

OD = 14 mm

ID = 8.4 mm

OD = 16 mm

ID = 10.5 mm

OD = 20 mm

ID = 13 mm

OD = 24 mm

ID = 15 mm

OD = 28 mm

ID = 17 mm

OD = 30 mm

ID = 19 mm

OD = 34 mm

 Washer size matches the bolt diameter it fits. A 6mm washer, for instance, fits a
M6 bolt and has slightly over 6mm inner diameter.
 Where  ID and OD stand for 'Inner Diameter' and 'Outer Diameter' respectively.
 Actual measurements may vary slightly +/- depending on production run within IFI

Tolerances.
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